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DIGSI 4
M o d e m

Office modem
LOGEM 928

7XV5810-1AA00

RS485-Bus 7XV5103

SIPROTEC SIEMENS 

L1  402,1A         Max450.1A
L2  402,1A         Max450.1A
L3  402,1A         Max450.1A
E      00.0A

 Anr. L1
 Anr. L2
 Anr. L3
 Anr. Erde
 Automat

 RUN  ERROR

DIGSI 4

Local Remote 
with Notebook 

SIPROTEC SIEMENS 

 Anr. L1
 Anr. L2
 Anr. L3
 Anr. Erde
 Automat

 Aus L1
 Aus L2
 Aus L3
 Aus Erde

 RUN  ERROR

RS485-FO
Converter
7XV5650

RS485-FO
Converter
7XV5651

RS232-FO
Converter
7XV5652

Power
7XV
5810

Modem

SIPROTEC SIEMENS 

L1  402,1A         Max450.1A
L2  402,1A         Max450.1A
L3  402,1A         Max450.1A
E      00.0A

 Anr. L1
 Anr. L2
 Anr. L3
 Anr. Erde
 Automat

 RUN  ERROR

SIPROTEC SIEMENS 

 Anr. L1
 Anr. L2
 Anr. L3
 Anr. Erde
 Automat

 Aus L1
 Aus L2
 Aus L3
 Aus Erde

 RUN  ERROR

Remote control
in the office

Substation modem
LOGEM LGH 28.8D

7XV5810-5AA00 with 
wide range power supply

7XV5810-0BA00

Private or
public digital 

network

Max. 31 SIPROTEC 4 devices 
with RS485-Interface 

RS485-Bus 7XV5103

FO-cable 6XV8100 (850nm)

Remote control SIPROTEC 4 devices 
via analog modems LOGEM 928 zu LOGEM 28.8D and RS485-Bus

FO-cable 6XV8100 (850nm)

Cable 7XV5810-0AA10

DIGSI-cable 7XV5100-4

or

Standard
modem cable

Max. 31 SIPROTEC 4 devices 
with RS485-Interface 

http://siemens-russia.com/

