
Modular Installation Devices, Mounting Depth 55 mm  >N<
Residual Current Protective Devices

Additional components for 5SM1
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■ Benefits

• An auxiliary switch can be fitted to the right-hand side of the RCCB 
enclosure by the customer

• Mounting with factory-fitted brackets
• Ideal for installation in flat distribution boards
• Can be connected to instabus KNX EIB and AS-Interface bus or 

PROFIBUS through binary inputs.

■ Application

• Remote indications of the circuit state of the RCCB: ON/OFF
• Short-circuit protection ensured by miniature circuit-breakers, 

characteristic B or C with In = 6 A or gL 6 A fuse
• Product standards: IEC/EN 62019 (VDE 0640);

■ Technical specifications

■ Selection and ordering data

■ Dimensional drawings
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RCCB

AS

5SW3 00.
Type 5SW3 00.

Terminals
• Conductor cross-section mm2 0.75 ... 2.5
• Recommended tightening torque Nm 0.6 ... 0.8

Minimum contact load 50 mA / 24 V

Maximum contact load
• 230 V AC, AC-12 A 6
• 230 V AC, AC-14 A 3.6
• 220 V DC, DC-12 A 1

MW Order No. Weight
1 unit
approx.

PS*/
P. unit

kg Unit(s)

Auxiliary circiut switches (AS)

1 NO + 1 NC 0.5 5SW3 000 0.042 1

2 NC 0.5 5SW3 001 0.042 1

2 NO 0.5 5SW3 002 0.042 1
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5SW3 auxiliary circiut switches, can be retrofitted

* You can order this quantity or a multiple thereof.




